L40A SERIES

INDUSTRIAL RADIO CONTROL

- High performances in a lightweight and

practical console

- Transmitter unit with 5-speed dual axis joysticks,
6 selectors and 6 push buttons

- Dynamically assigned output relays and
programmable special functions

General features

Frequency: FM 433.0825/434 6875 Mhz

Radio module: 1-channel quartz oscillator
Operating temperature: -45°+80°C

Operating distance: up to 100 m

Hamming distance: >4

ID codes: over 4,1 billions (32 bit)

Enclosures: Nylon + glass fiber (IP65 equivalent)

Transmitter technical features

LxWxH: 230x95x 110 mm

Weight: 850 g (without batteries)

Power supply: 4 AA-size batterles

Output power: <4mW

Max. current consumption: 10mA
Standby current: less than 1pA

Jammed button detection

Low battery indicator

Start key switch and stop mushroom button

Receiver technical features

LxWxH: 253 x267 x 150 mm

Weight: 2400 g (without cable)

Power supply: 12/24 Vac/dc - 48/110/220 Vac

Current consumption at 24 Vac/dc: 32 mA in standby mode
148 mA with start relay activated + 19 mA more for each relay
Output contacts: 250Vac - 10A

Insulation voltage: 15 KV
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Special functions setting software

Up to 16 relays activated by a single axis
Settable acceleration/deceler. delay time
Continuous transmission mode

Auto power off
In compliance with
n[c( nqulm:m Global approvals Energy saving mode
MEALTH - EN 50371 gﬁ%w One-button togghe switch function
SAFETY - EN 60950
EMC - EN 301 489/03 t“;‘g‘

RADIO - EN 300 22073




L40A SerIES

INDUSTRIAL RADIO CONTROL

The following kit s composed of Transmitier + Receiver with n®2 prewired cables 1.5 m long + waist and shoulder

haa OPTIONAL ITEMS
SAGA-L40A Receiver supply volage : 1224 Vac/dc

SAGA-L40A-220 Receiver supply voltage : 48/110/220 Vac

Optional remote

SAGA-LA0A -TX Transmitter unit antenna kit

L40A

- 2 relay safety stop circuit

- joystick 1 = 2 axis - S speed steps

- joystick 2 = 2 axis - 5 speed steps

-R1-R4 and F1 auxiliary pushbutton
-SWA & D auxiliary switch - 1-0 positions
-SWB & C auxiliary switch - 1-0-2 positions

- start pushbutton + relay RO 4-point shock mount for demanding
- on/off safety key moblle and industrial applications

Optional programming kit
composed of setting software
and copy medule
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SAGA-L40A -RX Receiver unit




KEY NAME REALY CONTACT WIRE NO. COM
1 3 1.3
2 4 1.4 2 21
3 5 1.5
4 6 1.6
SWA 7 13
SWBA 8 1_8
SWEB 9 1.9 2 22
SWC 10 1_10 £
SWDA 11 1_11
SWDB 12 1_12
N1 13 113
S1 14 1_14
N2/S2 15 115
N3/S3 16 1_16
N4/S4 17 1_17
N5/S5 18 1_18 2 23
By 16 1_19 =
W1 20 1_20
E2/W2 21 1_21
E3/W3 22 1_22
E4/W4 23 123
ES/WS 24 1.24
U1 25 2.5
D1 26 2.6
U2/D2 27 2
U3/D3 28 2_8
U4/D4 29 2.9
US/IDS 30 2_10
U Aux 31 2_11 2.24
D Aux 1 32 2_12
U2D2Aux 2 33 2_13
U3 D3 Aux 3 34 214
U4 D4 Aux 4 35 2_15
U5 D5 Aux 5 36 216




